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(1) The DoS is valid for a specific 
MARSEC Level; 

(2) The effective period at MARSEC 
Level 1 does not exceed 90 days; and 

(3) The effective period at MARSEC 
Level 2 does not exceed 30 days. 

(f) When the MARSEC Level in-
creases beyond that contained in the 
DoS, the continuing DoS is void and a 
new DoS must be executed in accord-
ance with this section. 

(g) A copy of all currently valid con-
tinuing DoSs must be kept with the 
Facility Security Plan. 

(h) The COTP may require, at any 
time, at any MARSEC Level, any facil-
ity subject to this part to implement a 
DoS with the VSO prior to any vessel- 
to-facility interface when he or she 
deems it necessary. 

[USCG–2003–14732, 68 FR 39322, July 1, 2003, as 
amended at 68 FR 60541, Oct. 22, 2003] 

§ 105.250 Security systems and equip-
ment maintenance. 

(a) Security systems and equipment 
must be in good working order and in-
spected, tested, calibrated, and main-
tained according to manufacturers’ 
recommendations. 

(b) Security systems must be regu-
larly tested in accordance with the 
manufacturers’ recommendations; 
noted deficiencies corrected promptly; 
and the results recorded as required in 
§ 105.225 of this subpart. 

(c) The FSP must include procedures 
for identifying and responding to secu-
rity system and equipment failures or 
malfunctions. 

§ 105.255 Security measures for access 
control. 

(a) General. The facility owner or op-
erator must ensure the implementation 
of security measures to: 

(1) Deter the unauthorized introduc-
tion of dangerous substances and de-
vices, including any device intended to 
damage or destroy persons, vessels, fa-
cilities, or ports; 

(2) Secure dangerous substances and 
devices that are authorized by the 
owner or operator to be on the facility; 
and 

(3) Control access to the facility. 
(b) The facility owner or operator 

must ensure that the following are 
specified: 

(1) The locations where restrictions 
or prohibitions that prevent unauthor-
ized access are applied for each 
MARSEC Level. Each location allow-
ing means of access to the facility 
must be addressed; 

(2) The identification of the type of 
restriction or prohibition to be applied 
and the means of enforcing them; 

(3) The means of identification re-
quired to allow access to the facility 
and for individuals and vehicles to re-
main on the facility without challenge; 
and 

(4) The identification of the locations 
where persons, personal effects and ve-
hicle screenings are to be conducted. 
The designated screening areas should 
be covered to provide for continuous 
operations regardless of the weather 
conditions. 

(c) The facility owner or operator 
must ensure that an identification sys-
tem is established for checking the 
identification of facility personnel or 
other persons seeking access to the fa-
cility that: 

(1) Allows identification of author-
ized and unauthorized persons at any 
MARSEC Level; 

(2) Is coordinated, when practicable, 
with identification systems of vessels 
or other transportation conveyances 
that use the facility; 

(3) Is updated regularly; 
(4) Uses disciplinary measures to dis-

courage abuse; 
(5) Allows temporary or continuing 

access for facility personnel and visi-
tors, including seafarers’ chaplains and 
union representatives, through the use 
of a badge or other system to verify 
their identity; and 

(6) Allows certain long-term, fre-
quent vendor representatives to be 
treated more as employees than as visi-
tors. 

(d) The facility owner or operator 
must establish in the approved Facility 
Security Plan (FSP) the frequency of 
application of any access controls, par-
ticularly if they are to be applied on a 
random or occasional basis. 

(e) MARSEC Level 1. The facility 
owner or operator must ensure the fol-
lowing security measures are imple-
mented at the facility: 

(1) Screen persons, baggage (includ-
ing carry-on items), personal effects, 
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